KBLC122250 17v 2504

Kaise

The Kaise Lead Carbon Range provide not only high energy density but also high
power, fast charge and discharge and longer life cycle in partial charge cycle (PSoC)
applications. It is suitable for renewable energy, solar and wind power, as well as for
energy storage systems (Energy Storage), among others.

Dimensions and Terminal (Unit: mm (inches))
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Performance Characteristics :
Nominal Voltage v
Dimensions Length (mm / inch) 520/ 205 o
Width (mm / inch) 268106 Applications
Height {mm / inch) 220/8.66
Total Height (mm / inch) 223/8.78 Home Energy Storage Systems
Approx. Weight (Kg / lbs) 71.0/157 Hybrid Power Supply Systems

223
220

Design Life 10 years Renewable Energy Storage, Solar and Wind
Terminal M8 Grid frequency adjustment energy storage system
Container Material AB.S. Solar Street Lighting
Rated Capacity 250 AN/ 250 A (10hr, 1.80V/c, 26°C / 77°F)

230 Ah [ 46.0 A (Bhr, 1.76V/c, 26°C / 77°F)

169 AN/ 169 A (Thr, 1.65V/c, 25°C / 77°F)
Ma. Discharge Current 30004 (5s)

Internal Resistance

Full charged at 26°C: 2.70mQ

Operating Temp. Range

Discharge : -20 ~ 60°C (-4~ 140°F)
Charge : -20 ~50C(-4~ 122°F)
Storage : -20 ~b0°C[-4~ 122°F)

Charge Method Charge current: Max. 75.0A 5 Recom.25.0~50.04

(25°C) Float Charge:13.5-13.8Y.recom.13.8V(-18mV/ °C) SOS0OT 1501400 c E
Equalize charge:13.8-14.1.recom. 14.1V(-24mV/ °C)
Cycle charge:14.4-15.0V recom. 14.7V(-30mV/ °C) Discharge Current vs. Discharge Voltage

Self Discharge Fully charged Kaise Lead Carbon batteries may be stored

for up to 6 months at 25°C (77°F) and then a freshening

Certifications

charge is required. For higher temperatures the time Final discharge 18 175 17 16
interval will be shorter. voltage V/CELL
Discharge current 1< 01cA  0.25CA>1>0.0CA  055CA> > 0.25CA | > 0.55CA
Constant Current Discharge (Amperes) at 25°C (77°F) Constant Power Discharge (Watts per cell) at 25°C (77°F)

Volts/cell 15min 30min 1h 5h 8h 10h 20h Volts/cell 15min 30min 1h 5h 8h 10h 20h
180V i3 il 161 i48 03 %0 135 180V 775 13 913 873 B8 485 28
176V i3 280 166 460 305 %5 136 175V 820 525 316 83 03 W0 70
170V 458 289 168 465 08 258 136 170V 825 528 318 8.8 598 95 70
165V 468 288 169 40 310 20 137 166V 835 528 300 895 600 500 73
160 i3 93 70 475 93 %3 138 160V 850 633 303 900 605 505 73

(Note) The above characteristics data are average values obtained within
three charge/discharge cycles not the mimimum values.
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Discharge Characteristics Curve Charge Characteristic Curve
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IMPORTANT NOTE: The specifications presented herein are subject to revision without notice.

Contacto Tempel Group en el mundo

customer.energy@tempelgroup.com
www.tempelgroup.com
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